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Abstract: Cliff swallows (Petrochelidon pyrrhonota) are migratory birds that frequently nest 
on highway structures, such as bridges. Because cliff swallows are protected by the Migratory 
Bird Treaty Act of 1918, nesting control methods must not harm cliff swallows or disturb active 
nests. This can cause delays for maintenance divisions of state departments of transportation, 
resulting in additional cost. In a multiyear project, we evaluated the effects of bioacoustic 
deterrents and bridge surface modifications on nesting behavior of cliff swallows. We used cliff 
swallow alarm and distress calls as bioacoustic deterrents (hereafter, broadcast calls [BC]) 
because they previously had been shown to delay the onset of nesting. We used low-friction 
plastic sheeting (PTFE, commonly called by its trade name, Teflon®) and silicone-based paint 
for bridge surface modification. In 2007, swallows were able to complete nests on silicone 
paint, but did not successfully complete any nests on PTFE. In 2008, PTFE+BC treatment 
significantly reduced nesting compared with no treatment, although some nests were completed 
at PTFE and PTFE+BC sites on the bare concrete next to the sheeting or at locations where 
sheeting had peeled away. We recommend treatment with PTFE+BC to reduce the likelihood 
of cliff swallow nesting on bridge surfaces, but this should be supplemented with weekly site 
visits to check treatment integrity and to remove any partial nests on untreated surfaces.
 
Keywords: alarm call, bioacoustics, bridge, cliff swallow, distress call, human–wildlife 
conflicts, nest, Petrochelidon pyrrhonota, surface modification, Teflon, transportation
C,344  6*1,,+*6  (Petrochelidon  pyrrhonota) 
are  protected  by  the  Migratory  Bird  Treaty 
Act  of  1918.  Completed  nests  cannot  be 






significantly  expanded over  the  last  50  to  100 
years  because  of  the  construction  of  bridges, 
culverts,  dams,  and  buildings  that  serve  as 




2009).  Nesting  under  bridges  (Figure  1)  and 
other  highway  structures  creates  challenges 
for state departments of transportation because 
construction,  maintenance,  and  repair  cannot 
be  performed  during  the  breeding  season. 
Neeing  is  sometimes  used  to  prevent  nesting 
by  exclusion,  but  this  is  an  expensive  control 
method  and  has  resulted  in  the  occasional 
trapping  and  inadvertent  killing  of  swallows. 
Alternative methods of  control  are needed by 
departments  of  transportation  to  deter  cliff 
swallows from nesting under bridges.
In  the  initial  phase  of  this  research  project, 
we  considered  several  potential  methods  of 
cliff  swallow  deterrence,  including  chemical, 
visual,  and  auditory  deterrents,  habitat 
modification,  and  exclusion  (Gorenzel  and 
Salmon  1982,  Salmon  and  Gorenzel  2005). 
We  selected  the  most  promising  nonlethal 
deterrents  (i.e.,  surface  modification  with 
plastic  sheeting  and  broadcast  alarm  and 




high‑density  polyethylene  (HDPE)  sheeting 
to  cover  bridge  pier  walls  and  piles  where 
cliff  swallows were  likely  to  build  nests.  The 
hypothesis was that nests would not adhere to 
the HDPE surface because of its low coefficient 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calls were  able  to  reduce  the  total  number  of 
completed nests compared to control sites, and 
HDPE  was  more  effective  than  bioacoustics 
(Conklin et al. 2009). However, neither method 
alone  or  in  combination  produced  complete 
deterrence,  the  ideal  goal  of  departments  of 
transportation.




distress  calls.  The  hypothesis  was  that  sites 
treated  with  both  surface  modifications  and 
broadcast  calls  would  have  fewer  completed 
nests compared to untreated sites. Our objective 
was to evaluate the most promising deterrence 
strategies  for  bridges  and  to  recommend  the 





es,  HDPE  was  shown  to  reduce  the  number 
of cliff swallow nests built at a site, but  it did 
not  completely  prevent  nesting  because  aHer 





of  friction,  μ,  between  2  solid  surfaces  is  the 
ratio of the frictional force to the normal force 
and  is measured  for  either  the  static  situation 
(μs),  where  the  surfaces  are  just  at  the  point 








are  available,  including HDPE  and  ultra‑high 
molecular  weight  polyethylene  (UHMW) 
that  produce  less  friction  than  low‑density 
polyethylene, but we could not find values of μs 
for these materials. Comparison of the dynamic 
friction  coefficients,  μd,  indicated  decreased 
frictional  (i.e.,  sliding)  forces  for  increased 
density,  but  none  of  the  polyethylenes  gave 
frictional  forces  as  low  as  PTFE.  These  data 
suggested  that  PTFE would  inhibit  successful 
nest building more than the polyethylenes.
To  verify  the  selection  of  material  before 
field‑testing, we hung sample sheets of HDPE, 
UHMW, and PTFE on a vertical wall in our lab. 




While  they were  drying,  the mud  pellets  slid 
down  all  of  the  plastic  surfaces.  The  distance 




spring  scale,  and  we  noted  the  approximate 
force required to dislodge the pellet. We found 






We  used  sheets  of  virgin  Teflon,  0.254  mm 




was  chosen  since  it was  the  lightest  and  least 
expensive material that we felt could withstand 
handling without tearing during installation.
Another  approach  to  surface  modification 
came  from  our  survey  of  departments  of 
transportation in the United States, from which 
we  received  reports  that  silicone‑based,  anti‑
Figure 1. Partial (left) and completed cliff swallow 
nests on the underside of a bridge.
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graffiti  and  anti‑corrosion  paints  (Si‑COAT 
530  and  579,  CSL  Silicones,  Guelph,  Ontario, 
Canada)  might  prevent  cliff  swallow  nesting. 
These materials were described as 1‑part room‑
temperature  vulcanizing  organosiloxane‑
polysiloxane  coatings.  We  conducted  similar 




surfaces  and  the  unpainted  concrete  surface. 
All mud pellets self‑dislodged from the painted 
surfaces,  but  they  required  considerable  force 
to  dislodge  from  the  unpainted  surface.  We 




We  applied  both  PTFE  and  silicone  paint 





walls,  and  the  vertical  and  overhead  juncture 





Figure 2. Locations of surface modifications on highway structures with piles and pier walls. Dimensions x, 
y, and z (top) varied depending on the site. Dimensions in meters; not to scale.
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then  pressure‑washed  with  water  to  remove 
dust  and  debris  that  would  reduce  adhesion 
of the treatment materials. Control sites in the 
field studies only were scraped.
We  aeached  PTFE  sheets  with  a  butyl 
sealant  used  in  roof  construction  (Panlastic 
Bead Sealant with Nylon Cubes, #25390, Butler 
Manufacturing  Company,  Kansas  City,  Mo.), 
the  same material used  in  the  initial  phase of 
the project (Conklin 2007). This material acted 




PTFE  sheets  used  for  surfaces  above  pier 
walls  and  drop  caps  were  61‑cm  wide  for 
sites  in 2007 and the first few bridges in 2008, 
aHer which we  reduced  the  sheet width  to 30 
cm  for  the  remaining bridges. PTFE extended 
61 cm down each pile and at least 18 cm from 
the  overhead  juncture  above  the  pile.  We 
limited the length of sheets to 1.83 m for ease of 
handling. We applied the butyl adhesive strips 






6 mm  to  provide  continuous 
coverage of each surface with 
PTFE.
We  applied  silicone  paint 
at  locations  similar  to  the 
PTFE placement, extending it 
61  cm down piles  and 46  cm 
out  on  the  overhead  surface 
(Figure  4).  We  also  covered 




to  the  surfaces  using  1.9‑cm 
nap  paint  rollers  and  paint 
brushes  for  the  corners.  The 






















Figure 3. Highway structure with PTFE surface 
modification.
Figure 4. Highway structure with silicone paint 
surface modification.






from  cliff  swallows  that  were  being  banded. 
These analog recordings were digitized, mixed, 
clipped to 26 seconds in duration, loaded onto 














bridges  within  40  km  of  the  main  campus 
of  the  University  of  California  at  Davis  that 
satisfied the following criteria: <40 m in length, 
over  water,  supported  by  pier  walls  or  piles, 
showed  evidence  of  previous  colonies  (nests 
or mud remnants), provided safe access, were 
≥0.1  km  from  the  nearest  residential  property 
(with a limit of 1 property in the vicinity), and 
were  not  adjacent  to  another 
bridge (Conklin 2007). To allow 
random  assignment,  we  also 
added  the  criterion  that  sites 
must  be  capable  of  receiving 
any treatment.
We  randomly  assigned  3 
treatments to sites in each field 
study  (Figure  5).  Treatments 




in  2008  were  PTFE  surface 
modification,  PTFE  surface 
modification  plus  broadcast 
calls  (PTFE+BC),  and  control 
(untreated).  We  installed  the 
treatments  in  the early spring, 
shortly  before  or  at  about  the 








analysis  of  variance  (ANOVA).  We  analysed 
data with SAS (SAS Institute, Cary, N.C.).
Our  hypothesis  was  that  sites  treated  with 
PTFE,  silicone paint,  or broadcast  calls would 
have  fewer  completed  nests  compared  to 
untreated  sites.  We  modeled  the  number  of 
completed nests, Yĳ, as
       (1)
 
where F was  the mean  number  of  completed 
nests,  αi,  the  treatment  factor,  and  εĳ  the 






unequal  across  treatments.  Consequently,  we 
transformed Y to satisfy the model assumptions, 
using
        (2)
 
Figure 5. Map of the 2007 and 2008 bridge site locations in proxim-
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where  Y‘  was  the  transformed  dependent 
variable, λ was the exponent for transformation, 
and  k  was  a  constant  added  to  account  for 
instances  of Y  =  0  in  the  data. We  selected  a 









and  weighted  least‑squares  ANOVA  results, 
error  terms  did  not  violate  the  assumptions 
of normality or equal error variance. We used 





non‑zero  treatment  variances  and  allow 
weighted  least‑squares  calculations.  These 
modifications  of  the  data  had  no  appreciable 
effect on the statistical conclusions.)
  Animal  use  and  care  in  this  project  was 





We  found  completed  nests  at  6  of  9  sites 
by  the  end  of  9  weeks  in  2007.  Two  of  the 
unoccupied sites were treated with PTFE, and 
one was  treated with  silicone  paint. No  nests 
were  successfully  completed  on  any  of  the 
PTFE surfaces, although several aeempts were 
made  (Figure  6).  Cliff  swallows  were  able  to 
complete nests on the silicone paint (Figure 7). 
By the end of the study, 1 paint‑treated site had 
40  completed  nests  on  painted  surfaces  and 
another site had 214 completed nests on painted 
surfaces. All control sites were occupied, with 
132  completed  nests  at  the  smallest  of  the  3 






Nest  building  ceased  at  all  sites  by  week 
7  of  the  study,  so  we  used  nest  counts  from 
the  seventh  survey  for  statistical  comparison. 
The mean number of  completed nests  (Figure 
8)  for  each  type  of  treatment  was:  PTFE  (0), 
silicon paint  (85),  and  control  (348).  Statistical 
tests  indicated  that  the  treatment means were 
not equal (P = 0.006) and the PTFE and control 
treatments means differed (α = 0.05).
Surface modifications and broad-
cast calls (2008)
All  5  control  sites  were  colonized  in  2008, 
although  1  site  had  a  maximum  of  only  7 
completed nests over  the 11‑week  test period. 
For  the  5  PTFE  treatments,  1  site  had  no 
completed nests, 1 site had 2 nests, and the other 
3 sites had >80 nests each. For the 5 PTFE+BC 
treatments,  1  site  had  no  nests,  2  sites  had  3 
and 4 nests  (respectively),  1  site had 46 nests, 
and  1  site  had  146  nests. All  completed  nests 
Figure 6. Nest mud sliding down surface of PTFE 
on a pile.
Figure 7. Completed nests on piles and overhead 
surfaces treated with silicone paint.
300 Human–Wildlife Interactions 4(2)
at either PTFE or PTFE‑BC sites were found on 
bare  concrete.   To be  consistent with  the 2007 
analysis, we decided to do the statistical analysis 
on  nest  counts  collected  during  the  seventh 
survey and also because the PTFE sheeting was 
detaching  from  the bridge  surfaces and could 
not be replaced quickly enough to maintain the 
integrity  of  the  treatments.  Furthermore,  nest 
building  at  control  sites  had  virtually  ceased 
by the seventh week. Average completed nests 
over time for each treatment in 2008 are shown 
in  Figure  9. At  the  seventh  survey,  the mean 
number of completed nests was 1 for PTFE+BC, 
52 for PTFE, and 196 for the control. Statistical 
tests  indicated  that  the  treatment means were 
not  equal  (P  =  0.002)  and  the  PTFE+BC  and 
control treatment means differed (α = 0.05).
Discussion
We  found  that  surface  preparation,  cueing 
the sheets of PTFE, and installation with butyl 
adhesive  required  substantial  effort.  Silicon 
paint  required  less  effort  to  install  than PTFE 
because  the  material  preparation  tasks  were 
eliminated. Broadcast alarm–distress calls alone 
were the easiest to implement, but our previous 
results  showed  them  to  be  less  effective  than 
surface modifications (Conklin et al. 2009). The 
2007 field tests showed that PTFE was effective 
at  preventing  successful  completion  of  nests. 
Our  findings  also  suggest  that  treatment 
with  silicone  paint  reduced  nesting,  but 
more  replications  would  have  been  needed 




aeempts  at  nest  building  abraded  the  paint 
surface  enough  to  allow eventual  completion. 
We observed a similar effect on HDPE surfaces 













Analysis  of  the  2008 field data  showed  that 
only the PTFE+BC treatment differed from the 
control  (i.e.,  untreated  concrete).  We  believe 
Figure 8. Average number of completed nests over 7 weeks in 2007.
301Swallows • Delwiche et al.
nests  on  the  vertical  surfaces  below  the  edge 
of  PTFE  sheets  and  on  the  overhead  surfaces 
along seams in  the concrete. These nests were 
included in the count data and reflect the actual 
effectiveness  of  PTFE  to  deter  cliff  swallow 
nesting  when  used  only  at  typical  nesting 
locations (e.g., Figure 2).
Because  cliff  swallow  nests  were  not 
completed  on  PTFE  surfaces  in  the  2007  and 
2008  studies,  we  feel  the  material  would  be 
useful  to  state  departments  of  transportation 
for  nesting  prevention.  However,  improved 
aeachment methods  need  to  be  developed  to 





We  recommend  treating  all  junctures  of 
a  structure  (as  was  done  in  this  research)  to 
provide at least a minimum level of deterrence. 
Treating all vertical surfaces to within 61 cm of 
the ground  (approximate  level  at which birds 
would  be  concerned  about  predators)  would 
provide  more  effective  deterrence.  Lastly, 
unusual surface features, such as seams, cracks, 
lumps,  bolts,  and  brackets  should  be  treated 
for  even  greater  deterrence.  Only  complete 
that  both  the  PTFE  and  PTFE+BC  treatments 
would have been more effective  if  it were not 
for  problems  with  PTFE  sheet  adhesion  to 
the  bridge  surface  (Figure  10).  Many  of  the 
detached sheets were installed overhead, such 
that the weight of the sheet pulled directly away 
from  the  bridge  surface. We  replaced missing 
PTFE sheets as quickly as possible during  the 
first  7  weeks  of  the  study,  but  at  some  sites 
we  were  unable  to  replace  the  sheets  before 




surface.  Butyl  adhesion  failed  at  the  concrete 
surface and at the PTFE surface in about equal 
proportions. This suggests that butyl sealant is 
not  adequate  for  reliable  surface modification 
treatments as conducted in this study. Thinner 
or smaller sheets of PTFE, or additional strips 
of  butyl  adhesive  might  prevent  detachment 
from  the  bridge  surface,  but  we  feel  that  a 
beeer  aeachment  method  is  needed,  such  as 
mechanical fasteners or semi‑permanent epoxy 
adhesive.
We  also  observed  a  tendency  for  cliff 
swallows  to  build  nests  in  unusual  locations 
at PTFE‑treated bridges. We  found completed 
Figure 9. Average number of completed nests over 7 weeks in 2008.
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coverage  of  a  bridge  surface  with  PTFE  and 




Treatment  with  broadcast  calls  and  PTFE 
was  shown  to  improve  the  deterrence  of 
nesting compared to PTFE alone. It  is difficult 
to say whether this effect would be evident in 
the  absence  of  the  PTFE  surface  aeachment 
problems.  Our  2006  study  showed  that 
broadcast  calls  delayed  nesting  onset  and 
reduced  the  number  of  nests  completed  at  a 
site.  Because  the  2006  study  used  HDPE  on 
which  birds  successfully  built  nests  and  the 
2008  study  used  PTFE  on  which  birds  were 
not able to build nests, we would expect to see 
less  difference  between  PTFE  and  PTFE+BC 
treatments compared to the difference between 
HDPE  and  HDPE+BC  treatments.  The  main 
benefit  of  broadcast  calls  at  PTFE‑treated 
sites  would  likely  be  in  reduced  nesting  on 
untreated, unusual nesting locations within or 
near the treatment area. We noticed that birds 
built  nests  on  top  of  the  broadcast  call  units 
during  the  2006  and  2008  studies,  indicating 
habituation  to  the  hazing  and  demonstrating 
their overriding desire to nest. 
Conclusions
Cliff  swallows  are  a  problem  for  state 
departments  of  transportation  because  they 
frequently  colonize  highway  structures,  and 








complete  nests  on  PTFE.  Nests  built  at  sites 
treated  with  PTFE  or  PTFE+BC  were  never 
started on the PTFE sheeting itself, but instead 
on  bare  concrete  next  to  the  sheeting  or  at  a 
location where sheeting had peeled away from 
the surface. PTFE treatment would likely have 







We  recommend  treatment  with  PTFE  and 
broadcast  calls  to  reduce  the  likelihood  of 
cliff  swallow  nesting  on  bridge  surfaces.  This 
should be supplemented with weekly site visits 
to  check  treatment  integrity  and  remove  any 
partial nests not on the treated surfaces.
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